
KEY FEATURES
•	 Single-Channel
•	 Range: Up To 750’ Line-of-Sight 
•	 IP54-Rated
•	 8-Hour Battery Life

•	 Multiple Earset and Headset Options
•	 Up to 5 Hands-free Users
•	 Unlimited PTT Users
•	 Unlimited Listen Only Users

•	 900MHz Frequency Band
•	 Encrypted FHSS Technology
•	 Compact and Lightweight

SPECIFICATIONS

Dimensions 3.9 in. x 1.9 in. x .7 in  
(98 mm x 49 mm x 17 mm)

Weight 3.1 oz (88 g)

Display 7-segment LCD

Storage Temperature -4 °F ~ 122 °F (-20 °C ~ 50 °C, +/-2°C)

Radio Frequency Type 902–928 MHz

Radio Interface FHSS with Frequency Hopping

Frequency Response 50 Hz ~ 4 kHz

Voice Codec 16 bit / 16 kHz

Maximum Transmit Output Power 100 mW Typical

Rx Sensitivity -95 dBm

Frequency Channels 78

Channel Spacing 2 MHz

Number of Intercom Channels 1

Maximum Full-Duplex Users 5

Number of PTT Users Unlimited

Number of Listen Only Users Unlimited

Antenna FPC

Battery Type Rechargeable 3.7 V Li-Poly  
1,100 mA Li-ion fixed battery

Battery Life Approx. 8 hours

Battery Charging Time Approx. 8 hours

Charge Type USB Micro; 5 V; 1–2 A

* While CavCom makes every effort to maintain accuracy of the information contained in this document, information is subject to change without notice.  Actual operating performance may vary.

The TeamTalk™ T-5 is a reliable solution for critical workplace 
communication, offering hands-free, full-duplex connectivity for up 
to five users. It also supports unlimited Push-to-Talk and Listen-Only 
users, all without requiring a base station. With superior audio quality, 
a robust range, and user-friendly design, the TeamTalk™ T-5 keeps crews 
connected, boosts productivity, and enhances job safety.

OVERVIEW
TeamTalk™ T-5 Control Unit




